
 

 50060 
 
 Thermoplastic Elastomer 
Base Material TPS-SEBS 
Hardness 37 Shore A 
Service Temperature 
Range 

-50 to +75°C (Unstressed Material). 

Colour Natural. 
Presentation Free flowing pellets that can be processed without 

predrying when stored under normal conditions. 
Weather Resistance Excellent. 
  
Chemical Resistance Moderate (excluding organic solvents, aromatic and 

vegetable oil.) 
Recycling 100% recyclable. 
Mould Shrinkage 
(linear) 

Appr. 1.5% depending on e.g. shape of the detail and 
placement of gate. 

 
Hydrophilic Thermoplastic Elastomer compound, designed to swell when immersed 
in water. This compound swells over eight times its original volume when immersed 
in water for three weeks. 
 
The material has excellent processing characteristics and can be processed using 
conventional thermoplastic fabricating methods, especially extrusion. 
 
Processing Temperatures Injection Moulding Extrusion 
Cylinder Temperatures ºC 150 - 170 110 - 160 
Mould Temperatures ºC 15 - 30  
 
 
Property Units Typical Value  Test Method 
Hardness Shore A 37 ISO 868 
Specific Gravity g/cm3 1.23 ISO 2781 

 
Tensile Strength MPa 2.0 ISO 37 
Elongation @ Break % 350 ISO 37 
Modulus @ 100% Strain MPa 1.1 ISO 37 
Tear Strength N/mm 14 ISO 34 Method C 
    
Melt Flow Rate 
(2.16Kg @ 190°C)  

 
g/10’ 

 
Approx 8 

 
ISO 1133 

    
Water Swell Immersion in 
water for: 

   

1 Hour @ 23C % Approx 10 VTP 
24 Hours @ 23C % Approx 150 VTP 
1 Week @ 23C % Approx 750 VTP 
3 Weeks @ 23C % Approx 850 VTP 
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The above information is, to the best of our knowledge, true and accurate, but any recommendations or suggestions, which 
may be made are without guarantee, since the conditions of use are beyond our control. 
 
Vita Thermoplastic Polymers (VTP) 
United Kingdom 
Tel: +44 (0)161 654 6616 
E-Mail: sales@vtctpe.com  
 
Vita Thermoplastic Polymers (VTP), VTC Elastoteknik AB and VTC Franceschetti Elastomeri are members of the VTC-TPE 
Group  
Tel: +44-(0)161 654 66 16, internet  www.vtctpe.com 
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